
Quick guide
Følg disse få trin, for hurtigt installering,

af din nye ParkOne Solar



Kom hurtigt igang Quick guide
1. Activate your ParkOne Solar by turning the round cover on the 

back of the product approx. 1 cm clockwise, until the two dots 
are aligned at the bottom. 
The display on the back of the ParkOne Solar will light up, and 
the number 10:00 will begin to flash.

2. Press the lower part of the back cover for 5-10 seconds. Then 
press the upper part of the back cover to set the time. Set 
minutes first. Then press once on the lower part of the back 
cover to set hours. When the symbol ON:SU flashes after 
setting hours, press once on the lower part of the back cover 
to select ON:SU – the disc will automatically select summer/
winter time. Set the date and year using the same procedure 
as for minutes and hours.  

3. When the disc is correctly set, the time will show on the 
display with the letter (P) in the top right corner. 

4. ParkOne Solar is now ready to be mounted on the inside of 
your car’s windscreen in the bottom right hand corner. Ensure 
that the glass has a temperature of at least +15 °C when 
mounting the disc to ensure good adhesion. Press along the 
edge of the back of the disc when mounting to ensure the 
adhesive pads are firmly attached.  

5. Take the car for a drive and park to check that the disc is set 
correctly. You can see if it is if the time you parked is correct. 
It can take up to 45 seconds before the arrow on the front of 
ParkOne Solar (parking mode) appears opposite the nearest 
quarter hour according to the law. 

6. ParkOne Solar recharges its built-in battery automatically using 
sunlight.

1. Slukket 1. Off

1. Tændt 1. On

5. Sluk 5. Turn off

1. Aktivér/tænd for ParkOne Solar ved at dreje den runde bag-
klap (på bagsiden af produktet) ca. 1 cm med uret, så de to 
små prikker står ud for hinanden i bunden. 
Skærmen bag på ParkOne Solar vil herefter tænde, og tallet 
10:00 begynder at blinke.

2. Hold den nederste del af den runde bagklap inde i 5-10 sek. 
Tryk herefter på den øverste del af den runde bagklap for at 
indstille klokken. Først indstilles minutter. Tryk herefter én 
gang på den nederste del af bagklappen for at gå videre til 
timer. Når symbolet ON:SU blinker efter at have indstillet 
timer, skal du trykke én gang på den nederste del af den run-
de bagklap for at vælge ON:SU – så skiftes der automatisk 
mellem sommer- og vintertid. Herefter indstilles dato og år 
efter samme fremgangsmåde som for minutter og timer.

3. Når P-skiven er korrekt indstillet, vises klokken på skærmen 
og bogstavet (P) oppe i højre hjørne.

4. ParkOne Solar er nu klar til montering indvendigt i nederste 
højre hjørne af bilens forrude. Sørg for, at ruden er mindst 
+15 °C varm ved montering, da klæbepuderne ikke er lige så 
effektive ved lavere temperaturer, så ParkOne Solar risikerer 
at falde ned. Tryk langs kanten på bagsiden af P-skiven 
ved montering, så klæbepuderne får ordentlig kontakt med 
forruden.

5. Kør en tur og lav en parkering for at tjekke, om P-skiven er 
korrekt indstillet. Det er den, hvis den viser parkeringstids-
punktet korrekt. Det kan tage op til 45 sekunder, før pilen 
på forsiden af ParkOne Solar (parkeringstilstand) vises ud for 
nærmeste kvarter iht. lovgivningen.

6. ParkOne Solar oplades med sollys og oplader automatisk det 
indbyggede genopladelige batteri.


